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1 PS HOUSING WELDMENT 1
2 UPPER SUPPORT TUBE 2
3 BOLT, HEX 1/2 -13 X 4" LONG, GR5, YZ 10 5
4 1/2" FLAT WASHER 12 1 1 5
5 UPPER GLIDE PLATE 2 1
6 SOCKET BUTTON CAP SCREW, 5/16-18 UNC X 3/4", GR5, BO 26 13
7 5/16" FLAT WASHER 12 6
8 LOWER GLIDE PLATE 2 1
9 BOLT, HEX HEAD 1/4 -20 X .75", GR5, YZ 4 4 4
10 1/4" LOCK WASHER 4 4 4
11 1/4" FLAT WASHER 4 4 4
12 HUSKY RUBBER TUBE PLUG 4 2
13 COMPRESSION CYLINDER ASSEMBLY 1 1
14 PS RAIL WELDMENT 1
15 1/2-13 LOCK NUT, GR5, YZ 12 1 1 5
16 CLEVIS ROD END 1 1
17 PIN, CLEVIS, 3/8 X 1.25, STEEL, YZ 2 2 2
18 PIVOT PLATE 1 1
19 EXTENSION SPRING PIVOT PLATE 2 1 1
20 SPRING, EXT, 3/4" OD X 3.50" LONG YZ 2 1 1 2
21 PIN, COTTER, 7/64 X 1, STEEL, YZ 3 2 1 3
22 PIVOT STOP PLATE 2 1 1
23 DS RAIL WELDMENT 1
24 SPACER PLATE 4 4
25 HOOK SHIM(THIN) 14 14
26 5/8-11 UNC X 3.50 CARRIAGE HEAD BOLT, GR. 5, BO 2 2
27 5/8" FLAT WASHER 2 2
28 5/8" LOCK WASHER 2 2
29 5/8-11 UNC HEX NUT 2 2
30 BOLT, HEAD, HEX, 3/8-16 X .75, GR5, YZ 3 3 3
31 3/8" LOCK WASHER 3 3 3
32 3/8" FLAT WASHER 3 3 3
33 SPRING, EXT, 1/2" OD X 2.75" LONG YZ 1 1
34 26K HUSKY 10 PULL HANDLE ASSEMBLY 1 1
35 PIN, CLEVIS, 3/8 X .875, STEEL, YZ 1 1 1
36 DS HOUSING WELDMENT 1
37 1/2" ID SPACER 10 5  

 
 

 
 
 
 
 

TOOLS REQUIRED: 
DRILL* 9/16" WRENCH & SOCKET 

5/8" DRILL BIT* 16mm WRENCH 
NEEDLE NOSE PLIERS 3/4" WRENCH & SOCKET 

7/16" WRENCH & SOCKET TORQUE WRENCH (150 LBS.-FT. MIN.) 

*These tools only required 
if you do not have a 
center bolt kit installed in 
your base rails. 



See wwww.huskytow.c
All P

com for Warra
Products limit
anty Informati

ed to Vehicle
on / Tech Su

Pa

e Tow Rating; 
pport ©2014

age 4 of 51

see Vehicle 
Husky Towin

Owners Man
ng Products. J

ual 
June 16, 20144-REV 8 



See www

P
ea
3/

 

w.huskytow.c

rior to assem
ach other.  M
/16" of each 

2. Install
3. Locate

hole th
under

4. Drop t
5. Check

shown

All P
com for Warra

mbly of "HUS
Measure diag

other. Thes

the Husky C
e the center 
hrough the t
r the bed ar
the 5/8 carria
k the corruga
n. See Figure

Products limit
anty Informati

SKY 10-26K
gonally acro

se measurem

Center Bolt k
hole in each
ruck bed. Co

re not in the
age bolts su
ations in the 
e 2. 

ed to Vehicle
on / Tech Su

Pa

K", be sure th
oss the rails.
ments are re

kit using the 
h base rail. S
onfirm that 

e path of dri
upplied throu

truck bed flo

e Tow Rating; 
pport ©2014

age 5 of 51

hat your bas
 See Figure 
quired for pr

parts provid
See Figure 1
the fuel tan

illing the ho
ugh the cente
oor and plac

 
 
 
 
 

 
 
 
 
 
 
 
 

see Vehicle 
Husky Towin

se rails are p
 1. Measure
roper fit and

ded in this ki
1. Using thes
nk, brake/fu
oles in this s
er bolt locati
ce the space

Owners Man
ng Products. J

properly insta
ements "X" &
 function of 

it. 
se holes as 

uel lines, ele
step. 
ions, through
er plate in th

ual 
June 16, 2014

alled and sq
& "Y" should 
the "HUSKY

a guide, dril
ectrical wire

h the truck b
e correct po

4-REV 8 

uare with 
be within 

Y 10-26K". 

l a 5/8” 
es located 

bed. 
osition as 



See wwww.huskytow.c

6. Tighte
7. Once 

installa
 
 

BASE 

BED 
CORRUG

2 spacer p
be installe
carriage he
and oriente
"X" shape.

Spa
bed

All P
com for Warra

en the 5/8” h
the bed rails
ation of the 

RAIL 

GATION 

plates must 
d on each 
ead bolt 
ed in an 
. 

acer plates 
 corrugatio

Products limit
anty Informati

ex nuts to 1
s are square
"HUSKY 10-

below 
n. 

ed to Vehicle
on / Tech Su

Pa

50 lbs.-ft. 
e and the cen
-26K". 

F

e Tow Rating; 
pport ©2014

age 6 of 51

 
 
 

 
 

nter bolt kit i

Figure 2 

2 spa
be ins
carria
and o
"X" sh

1 S
1 s

see Vehicle 
Husky Towin

is properly in

acer plates m
stalled on ea
age head bo
oriented in an
hape.

Spacer plat
spacer plate

Owners Man
ng Products. J

nstalled you 

BAS

must 
ach 
lt 
n 

te above be
e below be

ual 
June 16, 2014

can start th

SE RAIL 

BED 
CORRUGA

ed corrugat
d corrugatio

4-REV 8 

 

e 

ATION 

tion & 
on. 



See www

 

w.huskytow.c

 

1. Place
2. Insert
3. Lift cle
 
 
 
 
 
 
 
 
 
 
 
 
 
4. Place

assem
on piv
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Using
tight o

All P
com for Warra

e driver side
t base rail p
evis/yoke lo

e Husky pivo
mbly outwa
vot stops. 

g 1/4" bolts,
only. 

Products limit
anty Informati

"HUSK

e assembly 
pins from re
ocated on d

ot plate on 
rd to get th

 flat washe

ed to Vehicle
on / Tech Su

Pa

KY 10-26

& passeng
earward sid
driver side p

recesses o
e plate in p

ers and lock

e Tow Rating; 
pport ©2014

age 7 of 51

6K" INS

ger side ass
e of base r
pivot up as 

on pivot sto
place.  Slott

k washers, t

see Vehicle 
Husky Towin

TALLAT

sembly into
rails and se

far as it wi

ps by tippin
ted tabs on 

thread into 

Owners Man
ng Products. J

TION 

o base rail s
cure with c
ll go. 

ng the pass
plate shou

holes on p

ual 
June 16, 2014

slots. 
clips. 

 
 
 
 
 
 
 
 
 
 
 
 

senger side
uld rest in re

 

 

 

pivot stops f

4-REV 8 

e 
ecesses 

finger 



See www

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

w.huskytow.c

 
5. Insert

bolts, 
handl
 
 

6. Screw
assem
Note:

Ins
cle

End of
thread

All P
com for Warra

t handle ass
flat washe
e assembly

w compress
mbly until e
:  The retain

side of 
evis/yoke. 

CU

f 
ded rod. 

Products limit
anty Informati

sembly into
rs and lock
y to get the

sion cylinde
nd of threa
ning clip for

URVED PLA

ed to Vehicle
on / Tech Su

Pa

o hole on ou
k washers a
 curved pla

er assembly
ded rod is f
r the compr

Compres
cylinder 

ATE 

e Tow Rating; 
pport ©2014

age 8 of 51

utside of dr
and tighten 
ate through 

y into thread
flush to insi
ression cyli

ssion 
assembly 

Reta
com

see Vehicle 
Husky Towin

river side ho
to 30 lbs.-ft
the rectang

ded end of 
ide of clevis
nder must 

aining clip fo
mpression cyl

Owners Man
ng Products. J

ousing and 
ft.  You will 
gular slot in

clevis/yoke
s/yoke; tigh
face the piv

or 
linder. 

ual 
June 16, 2014

 secure wit
have to twi

n the housin

e on driver 
hten jam nu
vot stop as 

4-REV 8 

th 3/8" 
ist the 
ng. 
 

 
 

side 
ut.     

shown. 



See www

 

 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

w.huskytow.c

7. Remo

8. Align 
secur

9. Push 
10. Instal

then t
is larg

A po
was 

Shim l

All P
com for Warra

ove 1/4" cle

holes in cle
re with cotte

entire hitch
l cross mem
torque bolts
ge. 

Cotter pin 

Clevis pin 

ortion of the
removed fo

location. 

Products limit
anty Informati

evis pin from

evis/yoke to
er pin(Do no

h assembly
mber and e
s to 75 lbs.-

e housing 
r clarity. 

ed to Vehicle
on / Tech Su

Pa

m other clev

o hole in cu
ot bend ove

 forward un
ensure it is c
-ft.  Note:  M

e Tow Rating; 
pport ©2014

age 9 of 51

vis/yoke on

rved link pl
er legs of c

ntil there is 
centered an
Multiple Shi

see Vehicle 
Husky Towin

n compressi

late.   Inser
otter pin ye

no moveme
nd straight 
ims can be

Owners Man
ng Products. J

ion cylinder

rt clevis pin 
et). 

ent. 
by shimmin
 stacked to

Shim lo

ual 
June 16, 2014

r assy. 

through ho

ng (if neces
ogether if ga

ocation.

4-REV 8 

oles and 

ssary) and 
ap width 



See www

 
 

 

w.huskytow.c

11. After 
areas
1/4" o
were 

All P
com for Warra

shimming o
s shown bel
of each othe
placed in th

Products limit
anty Informati

of cross me
low.  Comp
er proceed 
he cross me

ed to Vehicle
on / Tech Su

Pag

ember is co
pare measu
to the next 
ember can 

e Tow Rating; 
pport ©2014
ge 10 of 51

mplete, me
rements "A
step.  If no
be moved 

 
 
 

 
 
 
 
 

see Vehicle 
Husky Towin

1 

easure "HU
A" and "B", 
ot, then dete
to achieve 

Owners Man
ng Products. J

SKY 10-26
if measurem
ermine whic
this differe

ual 
June 16, 2014

6K" at the in
ments are w
ch of the sh

ence. 

4-REV 8 

ndicated 
within 
hims that 

 

 



See www

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

w.huskytow.c

12. Remo
hitch 

13. If it do
14. Retur

movin
15. Cente

the si

All P
com for Warra

ove locking 
assembly i

oes move w
rn the hand
ng and the s
er pivot plat
de of the ho

LIN

Products limit
anty Informati

pin and pu
nto maneuv

without bind
le to the dr
stops are e
te left to rig
ousing and

NK 

ed to Vehicle
on / Tech Su

Pag

ull up on link
ver position

ding then pr
iving positio

engaged. 
ht and also
 then tighte

e Tow Rating; 
pport ©2014
ge 11 of 51

k and then 
n to ensure 

roceed to n
on and slide

o ensure tha
en the 1/4" 

see Vehicle 
Husky Towin

1 

out on han
it slides wi

ext step, if 
e the hitch 

at the pivot 
bolts to 8 lb

LOCK

Owners Man
ng Products. J

dle and rele
thout bindin

it does not
assembly f

stops are s
bs.-ft. 

KING PIN 

ual 
June 16, 2014

ease link th
ng. 

, go back to
forward unt

straight rela

4-REV 8 

hen slide 

o step 10.
til it stops 

ative to 



See www

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

w.huskytow.c

16. Chec
17. With t

touch
and c
attach
clockw
the ho

All P
com for Warra

k rotation o
the hitch as
es the stop

clevis pin fro
hed to the t
wise or cou
oles in the c

Products limit
anty Informati

Pa
some com

of pivot plate
ssembly in t
p tab by loo
om the clev
hreaded sh

unter clockw
clevis/yoke

ed to Vehicle
on / Tech Su

Pag

artial top Vi
mponents re

e and pivot
the driving 
sening the 

vis that is fu
haft inwards
wise to align
 as shown 

e Tow Rating; 
pport ©2014
ge 12 of 51

ew of hitch
emoved to c

t stops to en
position ad
jam nut on

urthest forw
s away from
n the holes 
on page 13

see Vehicle 
Husky Towin

1 

 assembly
clarify instru

nsure it mo
djust the piv
 the clevis/

ward.  Swing
m the curve

properly be
3. 

Owners Man
ng Products. J

uctions. 

oves freely w
vot stop sur
/yoke, remo
g the clevis/
ed plate.  Tu
etween the

 

ual 
June 16, 2014

without bind
rface so it ju
ove the cott
/yoke that i
urn the clev
e curved pla

4-REV 8 

ding. 
ust 
ter pin 
is 
vis/yoke 
ate and 



See www

 

 
 
 
 
 

w.huskytow.c

18. Re-in
19. Put th

positio
20. If all m

in bot
head 
falling

All P
com for Warra

stall the cle
he handle in
on and con
moves witho
th positions
and related

g out. 

Products limit
anty Informati

evis pin and
nto the man
nfirm that th
out binding

s then you a
d compone

ed to Vehicle
on / Tech Su

Pag

d the cotter 
neuver posi
e stop edge
 and the piv

are ready to
nts.  Ensure

e Tow Rating; 
pport ©2014
ge 13 of 51

pin. 
ition and sli
e on the piv
vot stop su
o complete 
e cotter pin

see Vehicle 
Husky Towin

1 

ide the hitc
vot stops to
rface make
the assem

n legs are b

Owners Man
ng Products. J

ch assembly
ouch the sto
es full conta
bly by attac

bent over to

ual 
June 16, 2014

y into the m
op tab. 
act with the
ching the 5t
o prevent th

4-REV 8 

 

maneuver 

 stop tab 
th wheel 
em from 



See www

 
 

 
 

 

w.huskytow.c

To M
The "
lockin
 
1. Al
2. Pu

3. W
ro

4. If t
ba
ste

5. Se
sto

View

 
 
 
 
 
 
 

All P
com for Warra

Maneuver
"HUSKY 1
ng handle 

ign trailer a
ull up on lin

View

When the ha
tated or no
the pivot st

ack the tow 
ep 5. 
et the traile
ops moving

w showing p

View from c

Products limit
anty Informati

OPE
r: 
0-26K" ha
position if 

and tow veh
k and out o

ws showing 

ndle is put 
t.  If they di
ops did not
vehicle up 

r brakes an
g and you h

pivot stops 

cab side of truc

ed to Vehicle
on / Tech Su

Pag

ERATIN

s an "anti-
the pivot s

hicle in a str
on handle th

pull handle

into the ma
id then proc
t rotate then
slightly unt

nd slowly pu
hear the piv

in the mane

Fron

ck bed

e Tow Rating; 
pport ©2014
ge 14 of 51

G INST

-bind" featu
stops are i

raight line o
hen release

e and system

aneuver pos
ceed to ste
n you will n
til you hear

ull the tow v
vot stops en

 
 

euver "lock
assembl

nt of Tow 

see Vehicle 
Husky Towin

1 

TRUCTI

ure that wi
n a bind.

on a level s
e link.   

m in maneu

sition, mak
p 5. 
eed to set t

r the pivot s

vehicle forw
ngage. 

ked" positio
y.  

Vehicle

Owners Man
ng Products. J

IONS 

ill allow yo

surface. 

uver positio

e note whe

the trailer b
stops actua

ward until th

n from insid

Front of Tow V

ual 
June 16, 2014

ou to chang

on. 

ether the piv

brakes and 
te.  Then p

he "HUSKY

de of the dr

Vehicle 

4-REV 8 

ge the 

vot stops 

then 
roceed to 

Y 10-26K" 

river side 



See www

 
 

 

w.huskytow.c

To T
1. Al
2. Pu

3. W
ro

4. If t
the
ste

5. Se
26

 
 

Vie

1. Every
to ens
page 
fasten
greas
move

2. Using
brush
the "H
there 
reces

3. Do no
sliding

4. Befor
10" fo

All P
com for Warra

Tow: 
ign trailer a
ull up on lin

Vie

When the ha
tated or no
the pivot st
e tow vehic
ep 5. 
et the traile
6K" stops m

ew showing

y 5,000 mile
sure the pro
1 for prope

ner size and
se to the piv
ment of the

g compress
h periodicall
HUSKY 10-
are no fore

sses of the l
ot use any 
g pad as th
e each trip,

or proper m

View from ca

Products limit
anty Informati

and tow veh
k and push

ews showing

ndle is put 
t.  If they di
ops did not

cle forward 

r brakes an
moving and 

g pivot stop

Ma
es check al
oper torque
er torque va
d grade.)  A
vot shafts to
e pivot stop
ed air, clea
ly wipe off t
26K" and a

eign objects
lower slidin
kind of lubr
is may affe
, it is a good
ovement an

ab side of truck

ed to Vehicle
on / Tech Su

Pag

hicle in a str
h in on the h

g pull hand

into the driv
id then proc
t rotate then
slightly unt

nd slowly m
you hear th

s in the driv

aintena
l bolted con

e is applied.
alues based
Also, apply 
o ensure tro

ps. 
an cloth or h
the sliding s
also check t
s in the hole
g pad as n
rication on t
ect sliding p
d idea to ch
nd make an

k bed

Fron

e Tow Rating; 
pport ©2014
ge 15 of 51

raight line o
handle then

dle and syst

ving positio
ceed to ste
n you will n
il you hear 

ove the tow
he pivot sto

ving "locked
assembl

ance an
nnections 
.  (see 
d on 
fresh 
ouble free 

hand 
surface of 
to ensure 
e 
eeded. 
the lower 

performance
heck the ac
ny correctio

nt of Tow V

see Vehicle 
Husky Towin

1 

on a level s
n release lin

tem in drivin

on, make no
p 5. 
eed to set t
the pivot st

w vehicle re
ops engage

d" position 
y.  

nd Care

e and acce
ctuating me
ons/adjustm

F

Vehicle

Owners Man
ng Products. J

surface. 
nk.   

ng position

ote whethe

the trailer b
tops actuat

earward unt
e. 

from inside

e 

lerate wear
echanisms o
ments if nee

Front of Tow V

ual 
June 16, 2014

. 

r the pivot s

brakes and 
te.  Then pr

til the "HUS

 
e of the driv

r. 
of the "26K 
eded. 

Vehicle 

4-REV 8 

 

stops 

then pull 
roceed to 

SKY 10-

ver side 

Husky 



All Products limited to Vehicle Tow Rating; see Vehicle Owners Manual 
See www.huskytow.com for Warranty Information / Tech Support ©2014 Husky Towing Products. June 16, 2014-REV 8 

Page 16 of 51 

Warranty Terms: 
 
10-Year Limited Warranty:  
This warranty applies solely to 5th Wheel Hitches manufactured by DTS Manufacturing for Husky 
Towing Products.  
 
DTS Manufacturing, Husky Towing Products and Coast Distribution make no guarantees or 
warranties for products not manufactured by DTS Manufacturing. Such products are covered 
solely under any applicable warranty of the manufacturer. It is always recommended that the 
operating instructions and guarantee instructions provided by the manufacturer are followed.  
 
DTS Manufacturing warrants its products to be free from manufacturing and material defects to 
the original purchaser for the length of warranty stated above from the date of retail purchase. If 
any products are found to have a manufacturing or material defect, the product will be replaced or 
repaired at the option of DTS Manufacturing, Husky Towing Products and Coast Distribution with 
proof of purchase by the original purchaser. The original purchaser shall pay all transportation 
and shipping costs associated with the return of the defective product and the defective product 
shall become the property of DTS Manufacturing.  
 
The Warranty applies to DTS manufactured products used for individual and recreational 
purposes. Commercial usage of the DTS manufactured products limits the warranty to 90-days 
from date of purchase.  
 
The Warranty applies only to DTS manufactured products which are found to be defective in 
manufacturing or material. This warranty does not apply to normal wear and tear of to the finished 
placed on DTS manufactured products.  
 
DTS Manufacturing, Husky Towing Products and Coast Distribution are not responsible for any 
labor costs incurred for removal or replacement of the defective product.  
 
DTS Manufacturing, Husky Towing Products and Coast Distribution are not responsible for repair 
or replacement of any product under the limited warranty where the product was improperly 
installed, misapplied, altered, abused, neglected, overloaded, misused or damaged as a result of 
an accident, including any use of the product not in accordance with all product operating and 
safety instructions.  
 
Without limiting the generality of the foregoing, DTS Manufacturing, Husky Towing Products and 
Coast Distribution shall under no circumstances be liable for any incidental or consequential loss 
or damage whatsoever arising out of, or in any way relating to any such breach of warranty or 
claimed defect in, or non-performance of the products. Some states do not allow the exclusion or 
limitation of incidental or consequential damages, so the above exclusion or limitation may not 
apply to you.  
 
This limited warranty gives you specific legal rights, and you may also have other rights that vary 
from state to state.  
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1. ENSAMBLADURA SOLDADA DE LA CARCASA DE PS 1               
2. TUBO SUPERIOR DE SOPORTE 2               
3. PERNO HEX. 1/2 -13 X 4" DE LARGO,  GR5, YZ 10          5     
4. ARANDELA PLANA 1/2" 12     1  1   5     
5. PLACA DESLIZANTE SUPERIOR 2    1           

6. TORNILLO DE CASQUETE DE BOTÓN DE TOMA, 5/16-18 UNC X 3/4", 
GR5, BO 

26    13           

7. ARANDELA PLANA 5/16" 12    6           
8. PLACA DESLIZANTE INFERIOR 2    1           
9. PERNO,  CABEZA HEX.  1/4 -20 X .75", GR5, YZ 4         4    4  

10. ARANDELA DE SEGURIDAD 1/4" 4         4    4  
11. ARANDELA PLANA 1/4" 4         4    4  
12. TAPÓN DE GOMA DE TUBO HUSKY 4           2    
13. ENSAMBLE DE CILINDRO DE COMPRESIÓN 1     1          
14. ENSAMBLADURA SOLDADA DE RIEL PS 1               
15. 1/2-13  TUERCA DE SEGURIDAD, GR5, YZ 12     1  1   5     
16. EXTREMO DE LA VARILLA DE LA HORQUILLA 1     1          
17. PERNO, HORQUILLA, 3/8 X 1.25, DE ACERO, YZ 2     2   2       
18. PLACA DEL PIVOTE 1         1      
19. PLACA DEL PIVOTE PARA EXTENSIÓN DEL RESORTE 2     1  1        
20. RESORTE, EXT, 3/4" DE  D I Á M. E XT .  X 3.50" DE LARGO  YZ 2     1  1     2   
21. PERNO, HORQUILLA, 7/64 X 1, DE ACERO, YZ 3     2  1 3       
22. PLACA DE TOPE DE PIVOTE 2     1  1        
23. ENSAMBLADURA SOLDADA DE RIEL DS 1               
24. PLACA ESPACIADORA 4              4 
25. CUÑA DE GANCHO  (FINA) 14 14              
26. 5/8-11  UNC X 3.50 PERNO DE CARROCERÍA, GR5, BO 2              2 
27. ARANDELA PLANA 5/8" 2              2 
28. ARANDELA DE SEGURIDAD 5/8" 2              2 
29. TUERCA HEX. 5/8-11  UNC 2              2 
30. PERNO,  CABEZA  HEX, 3/8-16  X .75, GR5, YZ 3  3 3            
31. ARANDELA DE SEGURIDAD 3/8" 3  3 3            
32. ARANDELA PLANA 3/8" 3  3 3            
33. RESORTE, EXT, 1/2" D I Á M.  E X .  X 2.75" DE LARGO YZ 1      1         
34. ENSAMBLE DE TIRO MANUAL 26K HUSKY 10 1  1             
35. PERNO, PASADOR, 3/8 X .875, ACERO, YZ 1       1 1       
36. ENSAMBLADURA SOLDADA DE CARCASA DS 1               

37. ESPACIADOR ID 1/2" 10          5     

HERRAMIENTAS NECESARIAS: 
TALADRO* LLAVE Y TOMA DE 9/16" 

BROCA DE 5/8"* LLAVE DE 16mm  
ALICATES PUNTA AGUJA LLAVE Y TOMA DE 3/4" 
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LLAVE Y TOMA DE 7/16" LLAVE DE TORSIÓN (150 LIBRAS-PIE MIN.) 
*Estas herramientas se necesitan solo si no tienen un kit de pernos central instalado en sus 
rieles base. 
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Términos y condiciones de la garantía: 
 
Garantía limitada por 10 años:  
La presente garantía corresponde únicamente a remolques de quinta rueda fabricados por DTS 
Manufacturing para Husky Towing Products.  
 
DTS Manufacturing, Husky Towing Products y Coast Distribution no otorgan ningún tipo de 
garantía para productos que no sean fabricados por DTS Manufacturing. Tales productos están 
cubiertos sólo bajo cualquiera sea la garantía aplicable del fabricante correspondiente. Se 
recomienda seguir siempre las instrucciones de funcionamiento y de garantía proporcionadas 
por el fabricante.  
 
DTS Manufacturing garantiza al comprador original que sus productos se encuentran libres de 
defectos materiales y de fabricación por el período de vigencia de la garantía arriba mencionado, 
a partir de la fecha de compra del consumidor final del producto. Si se detecta que alguno de los 
productos tiene defectos materiales o de fábrica, el producto será remplazado o reparado a 
discreción de DTS Manufacturing, Husky Towing Products y Coast Distribution, con el 
comprobante de compra del comprador original. El comprador original abonará todos los costos 
de transporte y envío asociados a la devolución del producto defectuoso, y dicho producto se 
convertirá en propiedad de DTS Manufacturing.  
 
Esta garantía se aplica a los productos fabricados por DTS, utilizados para propósitos 
individuales y recreativos. El uso comercial de los productos fabricados por DTS limita la 
garantía a 90 días a partir la fecha de compra.  
 
Esta garantía se aplica sólo a los productos fabricados por DTS con defectos materiales o de 
fábrica. Esta garantía no se aplicará en caso de desgaste por uso normal de los productos 
finales fabricados por DTS.  
 
DTS Manufacturing, Husky Towing Products y Coast Distribution no serán responsables por 
ningún costo de mano de obra incurrido debido al apartado o remplazo del producto defectuoso.  
 
DTS Manufacturing, Husky Towing Products y Coast Distribution no serán responsables de la 
reparación o el remplazo de cualquier producto bajo la garantía limitada cuando tal producto 
haya sido incorrectamente instalado, mal utilizado, alterado, maltratado, utilizado con 
negligencia, sobrecargado o dañado como resultado de un accidente; incluido cualquier uso del 
producto que no respete las instrucciones de seguridad y funcionamiento del mismo.  
 
Sin perjuicio de lo arriba dispuesto, DTS Manufacturing, Husky Towing Products y Coast 
Distribution, bajo ninguna circunstancia, serán responsable por ninguna pérdida, daño incidental 
o emergente que surja o que se relacione de cualquier manera con el incumplimiento de la 
garantía, defectos reclamados o falta de funcionamiento de los productos. Algunos Estados no 
permiten la exclusión o la limitación de daños incidentales o emergentes, por lo que la exclusión 
o limitación anterior pueden no aplicarse a su caso.  
 
La presente garantía limitada le otorga derechos legales específicos, aunque usted podría gozar 
de otros derechos que varían según el Estado.   
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Q
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Q
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1 ENS. BOÎTIER SOUDÉ CP 1
2 TUBE DE SUPPORT SUPÉRIEUR 2
3 BOULON, HEX 1/2 -13 X 4 PO LONG, Cat. 5, YZ 10 5
4 RONDELLE PLATE 1/2 PO 12 1 1 5
5 PLAQUE GLISSIÈRE SUPÉRIEURE 2 1
6 VIS CAPUCHON POUR ENCOCHE, 5/16-18 UNC X 3/4 PO, Cat. 5, BO 26 13
7 RONDELLE PLATE 5/16 PO 12 6
8 PLAQUE GLISSIÈRE INFÉRIEURE 2 1
9 BOULON, TÊTE HEX 1/4 -20 X 0,75 PO, Cat. 5, YZ 4 4 4
10 RONDELLE D'ARRÊT 1/4 PO 4 4 4
11 RONDELLE PLATE 1/4 PO 4 4 4
12 BOUCHON DE TUBE EN CAOUTCHOUC 4 2
13 ASSEMBLAGE CYLINDRE DE COMPRESSION 1 1
14 ENS. RAIL SOUDÉ CP 1
15 ÉCROU DE BLOCAGE 1/2-13, Cat. 5, YZ 12 1 1 5
16 EXTRÉMITÉ DE TIGE À CHAPE 1 1
17 AXE DE CHAPE, 3/8 X 1,25, ACIER YZ 2 2 2
18 PLAQUE PIVOT 1 1
19 RESSORT D'EXTENSION PLAQUE PIVOT 2 1 1
20 RESSORT EXT. 3/4 PO DE X 3,50 PO LONG YZ 2 1 1 2
21 GOUPILLE FENDUE, 7/64 X 1, ACIER, YZ 3 2 1 3
22 PLAQUE PIVOT D'ARRÊT 2 1 1
23 ENS. RAIL SOUDÉ CC 1
24 PLAQUE D'ESPACEMENT 4 4
25 CROCHET DE CALE (MINCE) 14 14
26 5/8-11 UNC X 3,50 BOULON À TÊTE, CAT. 5, BO 2 2
27 RONDELLE PLATE 5/8 PO 2 2
28 RONDELLE DE BLOCAGE 5/8 PO 2 2
29 ÉCROU HEX 5/8-11 UNC 2 2
30 BOULON TÊTE HEX, 3/8-16 X 0,75, CAT. 5, YZ 3 3 3
31 RONDELLE DE BLOCAGE 3/8 PO 3 3 3
32 RONDELLE PLATE 3/8 PO 3 3 3
33 RESSORT EXT., 1/2 PO DE X 2,75 PO LONG YZ 1 1
34 ASSEMBLAGE DE POIGNÉE 26K HUSKY 10 1 1
35 AXE DE CHAPE, 3/8 X 0,875, ACIER, YZ 1 1 1
36 ENS. BOÎTIER SOUDÉ CC 1
37 ENTRETOISE ID 1/2 PO 10 5

 
OUTILS REQUIS :  

* Outils nécessaires seulement 
si une trousse de boulon de 

centrage n’est pas installée aux 
rails. 

PERCEUSE* CLÉ DE 9/16 PO ET DOUILLE  
MÈCHE DE 5/8 PO * CLÉ DE 16 mm  
PINCE À BEC EFFILÉ CLÉ DE ¾ PO ET DOUILLE  
CLÉ DE 7/16 PO ET 
DOUILLE 

CLÉ DYNAMOMÉTRIQUE (150 LB - PI 
MIN.) 
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Modalités de la garantie 
 
Garantie limitée de 10 ans   
La présente garantie s’applique uniquement aux attelages de caravanes à sellette fabriqués par 
DTS Manufacturing pour Husky Towing Products.  
 
DTS Manufacturing, Husky Towing Products et Coast Distribution n’offrent aucune garantie pour 
les produits non fabriqués par DTS Manufacturing. De tels produits sont uniquement couverts en 
vertu de toute garantie applicable du fabricant. Il est toujours recommandé de respecter les 
instructions d’utilisation et les instructions de la garantie fournies par le fabricant.  
 
DTS Manufacturing garantit à l’acheteur original que ses produits sont exempts de défauts de 
fabrication et de matériaux pendant la durée de la garantie indiquée ci-dessus à partir de la date 
d’achat au détail. Tout produit qui fait l’objet d’un défaut de fabrication ou de matériau sera 
remplacé ou réparé au choix de DTS Manufacturing, Husky Towing Products et Coast 
Distribution avec une preuve d’achat présentée par l’acheteur original. L’acheteur original paiera 
tous les coûts de transport et d’expédition liés au retour du produit défectueux et le produit 
défectueux deviendra la propriété de DTS Manufacturing.  
 
La garantie s’applique aux produits fabriqués par DTS utilisés à des fins personnelles et de loisir. 
L’utilisation commerciale des produits fabriqués par DTS limite la garantie à 90 jours à partir de la 
date d’achat.  
 
La garantie s’applique uniquement aux produits fabriqués par DTS qui comportent des défauts de 
fabrication ou de matériau. La présente garantie ne s’applique pas à l’usure normale du fini et du 
revêtement des produits fabriqués par DTS.  
 
DTS Manufacturing, Husky Towing Products et Coast Distribution ne sont pas responsables des 
coûts de main-d’œuvre encourus pour le retrait ou le remplacement du produit défectueux.  
 
DTS Manufacturing, Husky Towing Products et Coast Distribution ne sont pas responsables de la 
réparation ou du remplacement d’un produit en vertu de la garantie limitée si le produit est 
installé de manière inappropriée, mal appliqué, modifié, abusé, négligé, surchargé, mal utilisé ou 
endommagé en raison d’un accident, y compris toute utilisation du produit qui n’est pas conforme 
aux instructions d’utilisation et de sécurité du produit.  
 
Sans limiter la portée générale des dispositions précédentes, DTS Manufacturing, Husky Towing 
Products et Coast Distribution ne seront en aucune circonstance tenus responsables de toute 
perte ou tout dommage imprévu ou indirect d’une quelconque nature découlant d’une violation de 
la garantie, ou lié à une telle violation, ou à un défaut signalé ou à l’absence de performance des 
produits. Certains états ne permettent pas d’exclusion ou de limitation de dommages imprévus 
ou indirects; par conséquent, l’exclusion ou la limitation susmentionnée pourrait ne pas 
s’appliquer à vous.  
 
La présente garantie limitée vous confère des droits légaux précis, et vous pourriez également 
avoir d’autres droits qui varient d’un état à l’autre.  

 


